
Photometric Measurements
Photometrische Messungen I Mesures Photométriques 
Medicones Fotométricas 

CLQS40i (CLQS40iB / CLQS40iW)

Luminous flux Chromaticity coordinates 

All LEDs on x y582 lm 0.207 0.163

Red x y93 lm 0.699 0.294

Green x y223 lm 0.153 0.676

Blue x y54 lm 0.155 0.025

Amber x y245 lm 0.523 0.422
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Illuminance (full on) [lux]
Beam width (1/2 peak) [cm]

Beam width (1/10 peak) [cm]

Beam angle 
(1/2 peak): 4.3°

Distance (m)

Beam angle 
(1/10 peak): 7.7°

1 3 5 10 20

Narrow 4.3° 7.7°

Illuminance (full on) [lux]
Beam width (1/2 peak) [cm]

Beam width (1/10 peak) [cm]

Beam angle 
(1/2 peak): 5.9°

Distance (m) 1 3 5 10 20

5.9° 12.8°Diffusers 1

Beam angle 
(1/10 peak): 12.8°
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Illuminance (full on) [lux]
Beam width (1/2 peak) [cm]

Beam width (1/10 peak) [cm]

Beam angle 
(1/2 peak): 19.6°

Distance (m) 1 3 5 10 20

19.6° 40.4°Diffusers 2

Beam angle 
(1/10 peak): 40.4°
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